
56K V.92 USB Controller Modem 56K V.92 USB Softmodem

Part Number USR805637 USR5639

Form Factor
USB USB

Modem Type Controller, Voice Soft

OS

     Inbuilt Windows drivers: 
Windows 2000 through Server 2019 

32 and 64 bit versions

Linux 2.4.20 or higher

Mac 10.4-10.12

   Inbuilt Windows drivers: 
Windows XP through Windows 11 

32 and 64 bit versions

Global Approvals

US, Canada, Europe, UK
Israel, South Africa, Australia, Hong Kong, South 

Korea, New Zealand, Singapore, Taiwan, Chile, 
Guatemala‡, Guyana‡, Mexico, Nicaragua‡,  

Puerto Rico‡

US, Canada, and Europe, UK
Israel, Lebanon, Egypt, Yemen, Oman, Australia, 
Hong Kong, Japan, South Korea, New Zealand, 
Pakistan, Philippines, Singapore, Taiwan, Thai-
land, Guatemala‡, Guyana‡, Nicaragua‡, Puerto 

Rico‡

Product Applications
Point of Sale
Data Capture

Broadband Backup
Dialup Internet

Point of Sale
Dialup Internet

Product Description
Small and light, perfect laptop accessory. 

No power supply needed.  
Retail Box

Small and light, perfect laptop accessory. 
No power supply needed.

White box

Included in box
USB Modem

RJ-11 Phone Cord
Quick Install Guide

USB Modem
RJ-11 Phone Cord

Online Quick Install Guide

Warranty 2 year 2 year

Advanced Features

Modem on Hold
Caller ID

V.22 Fast Connect
Flash ROM Upgradeable

Wake on Ring
Caller ID

USB Modem Transition

Modem Comparison

The USR5639 is the recommended replacement for the USR805637. While the products are very similar, there 
are some important distinctions that need to be noted for any current USR805637 user that will need to use the 
USR5639 going forward.  The primary differences are OS compatibility, Advanced Features, and some Global 
Approvals.  See below for details.

‡ This modem currently complies with all US FCC and European Union CE Marking requirements as a presumption of conformity


